
SYSTEM COMPONENTS: 

1. Approved crack repair system 

2. Tack Coating 

3. Geo-Textile structural fabric 

4. 2-Component adhesive 

5. 6mm rubber base mats 

6. Base mat sealer 

7. Flexible Acrylic coatings x4 
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PERFORMANCE 

• Pre-manufactured for precise thickness and consistency 

• True ball bounce and response 

• Suitable for all levels of play from recreation to tournament. 

DURABILITY 

• Suitable for new & existing asphalt and concrete 

• Permanently  hides deteriorated surfaces 

• Never losses its resiliency 

• 5-year warranty 

COMFORT 

• 18%  force reduction 

• Reduces fatigue allowing longer play 

PRODUCT SPECIFICATIONS: 

Mat thickness:  6mm x 59” 

Mat weight:   3.9kg/sqm 

Adhesive:  2-component aromatic 

Fabric:   500 denier-structural 

Polymer:  Water-based 

Pro-Cushion® is a Patented resilient mat system fully adhered to the entire court surface.  Pro-Cushions’ 
unique composition results in a durable monolithic overlay with precise, uniform thickness that will not  
harden over time providing cushioned comfort and, reduces the potential for injury to the athletes’ bones, 
joints, and ligaments. Pro-Cushion utilizes a proprietary structural fabric and pressure sensitive polymer    
release coating that resists reflective cracking providing the benefits of both a free-floating surface as well as 
a fully-adhered surface. 

Technical Data Sheet 


